
Metal Parts: Glossy Chrome (CR) or Matt Black 1 (NE).
Lampshade: White Shaded (BC/SF), Amber Transparent (AM/TR), Crystal Transparent (CR/TR) 
or Smoky Transparent (FU/TR) glass.

Puppet

Finishes and materials

Description
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Suspension lamp with blown glass lampshades available in different color tones with 
an original irregularly lined ‘dégradé’ finish. Metal parts in glossy chrome or matt black 
finish. Made in Italy.

(For more specifications, please refer to “Finishes & Materials”)

Design: Romani Saccani Architetti Associati

Light source
Puppet SP R3: G9 3 x 60W / Puppet SP R6: G9 6 x 60W
Puppet SP R12: G9 12 x 60W / Puppet SP R24: G9 24 x 60W
All models are dimmable with a “phase cut” system (DIM 1).



Puppet

Dimensions
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Puppet SP R3: Ø19''5/8 x 22''3/8H
+ 59''H of Tensors and Canopy.

Puppet SP R6: Ø22''7/8 x 33''1/2H
+ 59''H of Tensors and Canopy.

Puppet SP R12: Ø32''5/8 x 47''1/4H
+ 59''H of Tensors and Canopy.

Puppet SP R24: Ø42''1/2 x 78''3/4H
+ 118''1/8H of Tensors and Canopy.
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